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§189.1 Scope.

This part describes the kKinds of mes-
sages that may be transmitted or re-
layed by FAA Flight Service Stations.

§189.3 Kinds of messages accepted or
relayed.

(a) Flight Service Stations may ac-
cept for transmission over FAA com-
munication systems any messages con-
cerning international or overseas air-
craft operations described in para-
graphs (a) (1) through (6) of this sec-
tion. In addition, Flight Service Sta-
tions may relay any message described
in this section that was originally ac-
cepted for transmission at an FAA
Flight Service Station outside the 48
contiguous States, or was received
from a foreign station of the Aero-
nautical Fixed Telecommunications
Network that, in normal routing,
would require transit of the United
States to reach an overseas address:

(1) Distress messages and distress
traffic.

(2) Messages concerning the safety of
human life.

(3) Flight
cerning—

(i) Air traffic control, including—

(A) Messages concerning aircraft in
flight or about to depart;

(B) Departure messages;

(C) Flight plan departure messages;

(D) Arrival messages;

(BE) Flight plan messages;

(F) Flight notification messages;

(G) Messages concerning flight can-
cellation; and

(H) Messages concerning delayed de-
parture;

(ii) Position reports from aircraft;

(iii) Messages originated by an air-
craft operating agency of immediate

safety messages con-
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concern to an aircraft in flight or
about to depart; and

(iv) Meteorological advice of imme-
diate concern to an aircraft in flight or
about to depart.

(4) Meteorological
cerning—

(i) Meteorological forecasts;

(ii) Meteorological observations ex-
clusively; or

(iii) Other meteorological informa-
tion exchanged between meteorological
offices.

(5) Aeronautical administrative mes-
sages—

(i) Concerning the operation or main-
tenance of facilities essential to the
safety or regulatory of aircraft oper-
ation;

(ii) Essential to efficient functioning
of aeronautical telecommunications; or

(iii) Between civil aviation authori-
ties concerning aircraft operation.

(6) Notices to airmen.

(b) The following messages may only
be relayed through the FAA commu-
nications systems:

(1) Flight regularity messages—

(i) Addressed to the point of intended
landing and to not more than two other
addressees in the general area of the
route segment of the flight to which
the message refers, containing infor-
mation required for weight and balance
computation and remarks essential to
the rapid unloading of the aircraft;

(ii) Concerning changes, taking effect
within 72 hours, in aircraft operating
schedules;

(iii) Concerning the servicing of air-
craft en route or scheduled to depart
within 48 hours;

(iv) Concerning changes in the collec-
tive requirements for passengers, crew,
or cargo of aircraft en route or about
to depart, if the changes are caused by
unavoidable deviations from normal
operating schedules and are necessary
for flight regularity;

(v) Concerning non-routine landings
to be made by aircraft en route or
about to depart;

(vi) Concerning parts or materials ur-
gently needed to operate aircraft en
route or scheduled to depart within 48
hours; or

(vii) Concerning pre-flight arrange-
ment of air navigation services and, in
the case of non-scheduled or irregular

messages con-
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